
TECHNICAL SERVICE BULLETIN

SUBJECT 
• Retrofit to rectify oil cooler mounting

flange breakage

Revision 1.1 

Bulletin Date 07/31/23 

Bulletin Type Parts Revision 

DISTRIBUTE TO √ Customer √ Service √ Parts √ Sales

BULLETIN INFORMATION

ISSUE:  

Cracking between the oil cooler and it’s mounting flange: 

CAUSE: 

Mounting flange too stiff; unable to absorb vibrations. 

CORRECTIVE ACTION: 

Install rubber buffer isolators between oil cooler mounting flange and frame (see attached parts explosion) 

AFFECTED UNITS/MODELS SP500 model stationary pumps manufactured between 2017 to 2022 
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REQUIRED 

PARTS 

Item # PART # DESCRIPTION QTY 

10 98350314 Oil Cooler 1 

30 98489934 Rear Oil Cooler Bracket 1 

40 98489935 Front Oil Cooler Bracket 1 

110 10117711 M8x12 Bolt 4 

120 10129842 M8 Washer 12 

130 10001248 M8 Nut 12 

140 10009875 M8 Nut 8 

150 10001808 M8x25 Bolt 2 

180 98495753 Rubber buffer -25 DIA X 19, M8 STUDS 14 4 
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