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TECHNICAL SERVICE BULLETIN

SUBJECT
SPTM2000 TRACK WARNING LIGHT 
AND ALARM INSTALLATION 

Revision 1.3 

Bulletin Date 12/8/23 

Bulletin Type Safety Equipment Install 

DISTRIBUTE TO √ Customer √ Service √ Dealers √ Sales

Schwing Tech Service Hotline (888)292-0262 Schwing Tech Service Email techservice@schwing.com 

BULLETIN INFORMATION
ISSUE: 

Schwing America performed a risk assessment on the Stationary Pump Track Mounted (SPTM) product line 
and found that the operator of the machine is often unable to see all angles of view while the unit is moving 
on its tracks. This could lead to potential collisions with anyone in its immediate surrounding, creating a safety 
risk. 

CORRECTIVE ACTION: 

To help mitigate risk potential, a travel alarm and strobe lights should be installed to let anyone near the 
machine to stay clear when the unit is tracking. Installation instructions are provided on the following pages. A 
software update must be performed after install to have the lights and alarm work as intended.  

Software Versions PLC Version V01.09.00F HMI Version V01.06.00F 

WARRANTY 
INFORMATION 

Install Labor 3 Hours Travel labor & Expenses Determined on case-by-case basis 

All necessary parts will be sent to the respective dealers to install on customer machines free of 
Charge. For customers who do not have a dedicated dealer located near them, parts will be sent 
direct for install. A warranty claim must be filled out and returned to Schwing America Inc. for 
reimbursement for install labor. The warranty claim form can be found on the Schwing website or by 
following this link:  
www. schwing.com/service/warranty/warranty-claim-application 

AFFECTED 
SERIAL #’S 

1000707 1250227 1250231 1250235 1250240 1250247 1250256 

1250268 1250271 2000218 2000278 2000306 2000310 2000311 

2000313 2000320 2000323 2000328 2000331 2000333 2000337 

2000340 2000342 2000343 2000344 2000349 2000350 2000367 

2000368 1000709 HP 1000780 HP 

REQUIRED 
PARTS 

PART # DESCRIPTION QTY 
98487781 SCT SPTM Warning Lights Assembly Kit 1 

98494062 Hopper Strobe Light Bracket Assembly 1 

LIABILITY NOTICE 
Schwing America Inc. will not be held responsible for any collisions with personal, equipment, or property if this kit has not been installed. It is 
the responsibility of the end user and/or dealer(s) to ensure these safety components are installed in a timely manner to ensure safe operation. 
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INSTALLATION INSTRUCTIONS

The following pages will display the overall wire harness routing and mounting of the warning light and siren 
kit, starting from the hopper to the front of the machine. After the install is complete, a software update must 
be completed to have the system work as intended. 

Please contact the Schwing Tech Service Hotline or Email If assistance is needed during install and to receive 
further instruction to perform the software update as needed. 

*NOTE - Some earlier models may not have the notching and mounting holes preset from factory for the
amber warning lights. These units may require further modification to insert mounting spots for these
components.

Amber warning light mounted at the 
rear end of the machine/hopper. 

Hopper amber 
warning light and 

wire harness 
tracking towards 
passenger side of 

machine. 
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Wire harness wrapping around 
passenger side of hopper. 

The wire harness will need to wrap around 
backside of hopper, behind body paneling, 

and down behind the control panel. 

Secure with zip ties as necessary. 

The wire harness connects to the drill rig 
interface that is behind the control panel. 
The next two pages will show the wiring 

schematic to designate what wires need to 
be connected to the machine. 
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After making connection behind 
control panel, the wire harness 

continues up and to the right of 
control panel.  

 
 
 

Secure with zip ties as necessary. 

 
The wire harness will come out of 

small gap next to the radio antenna. 
The harness will then split in two 
directions, one towards the driver 

side and one towards the passenger 
side.  

 
 
 

The next page of instructions will 
focus on the routing going towards 

the passenger side. 
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This part of the wire harness runs down lip 

on top of machine. Use the supplied zip 
ties to secure the wiring down the length.  

 
The wire harness will run about halfway down the length of 

top of the machine. The next image will show the mounting of 
the passenger side amber warning light some zip tie mounting.  

View from the passenger side amber warning light and zip tie mount for the wire harness. 
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Going back to where the harness 

splits, now track the harness going 
towards the driver side. 

 
 
 

The siren gets mounted just past the 
remote antenna as shown in the 

bottom two images. 

Siren 
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Top image: 

After the siren, the wire harness will 
extend to the driver side lip on top 

of the machine. It then tracks down 
the length of the machine with an 

amber warning light halfway down. 
 
 

Middle image: 
After the middle amber warning 
light on the driver side, the wire 

harness continues to the front of the 
machine. 

 
 

Bottom image: 
As it tracks down the machine, there 

are mounting spots for the warning 
light and spots for zip tie retainers 

to secure the harness. 

Amber warning light 
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Once the harness has reached the front of the 

machine, it then continues through a small gap 
into the interior of the machine.  
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There is a grommeted hole that will allow the 
harness to continue into the front shroud area.  

 
 
 

Bundle and secure any excess harness with zip 
ties.  

 
The final connection to front amber 

warning light.  
 
 
 

The light gets mounted to the top of 
the shroud at the front of the 

machine. 

Harness behind shroud 




