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SUBJECT  Broken Electrical Pins in Fuse Box

Revision 1.5 

Bulletin Date 7/28/2026 

Bulletin Type Field Update 

DISTRIBUTE TO √ Customer √ Service √ Parts √ Sales

AFFECTED UNITS/MODELS SP500’s with SCT2 (some SP305’s, SP650’s, and SP750’s may be affected as well) 

BULLETIN INFORMATION

ISSUE: 

It has been reported that machines may experience intermittent machine shutdown or engine idle issues without 

any fault codes populating. 

CAUSE: 

A small Power Distribution Module (PDM) is bolted to a bracket near the passenger side of the engine. The PDM 

contains fuses and relays related to managing controls going to the engine, including functions for RPM control. 

It has been found that the bracket the PDM is fastened to is susceptible to vibrations from the machine, causing 

the electrical connections going into the bottom of the PDM to break. 

CORRECTIVE ACTION: 

Rubber buffers should be installed onto the bracket that the PDM is installed onto. The rubber buffers dampen 

the vibration from the machine, significantly reducing the amount of vibration that is transferred into the PDM.  

If your machine is already exhibiting symptoms, inspect the terminals going into the PDM for damage. Perform a 

tug test by removing the blue plastic retainer(s) on the underside of the PDM that secure the wire terminals. 

Lightly pull on the wires – any wires/connections that break or feel very loose will need to be repaired or replaced. 

REQUIRED 

PARTS 

PART # DESCRIPTION QTY 

98489932 Rubber buffer -M8 M/F 1.25" OD X 3/4" 3 

10001796 Screw ISO 4017 M8 x 16-8.8-VZD 3 

10129842 Nut DIN 985 M8-8-VZD 1 

10009875 Screw retainer SKM  8-GT320 4 

98353699 Terminal - female Metri-Pack280 0.8-1.0mm^2 As Needed 
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