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SUBJECT • LB Main Boom Section Weld Defect

Revision 2.1 

Bulletin Date 12/31/2025 

Bulletin Type Safety Bulletin 

DISTRIBUTE TO √ Customer √ Service √ Parts √ Sales

AFFECTED 
UNITS/MODELS 

LB33’s with Serial #’s up to 33B0032 LB40’s with Serial #’s up to 40B0043 

BULLETIN INFORMATION
ISSUE: 

The outer section of the main boom may separate from the structurally retained pinned point, causing the main 
boom to have an uncontrolled drop. 

CAUSE: 

There are four points that secure main boom’s outer 
section to the pivot that is pinned to the LoopBelt torque 
tube chassis frame. It has been found that the welds that 
secure the section to the pinned pivot may have a defect 
that can lead to failure. 

CORRECTIVE ACTION: 

Any machines affected by this bulletin should have the welds visually inspected immediately. There are four points 
in total, two per side of the machine. If any cracking or separation is noticed, the machine should be taken out 
of operation immediately and SCHWING service should be contacted. This visual inspection should be completed 
daily until a SCHWING Inspector inspects, and if needed, repairs the weld. SCHWING Service will contact you to 
schedule an inspection and/or repair. 

WARRANTY & LIABILTY 
INFORMATION 

It is imperative that all machines with serial #’s that fall into the affected unit list be inspected 
immediately. SCHWING is not responsible for any damage or injury caused from neglecting to have these 
areas inspected or from continued use of the machinery if evidence of fatigue has been detected.  

http://www.schwing.com/
http://www.schwingparts.com/

